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DETAILED ACTION 
Claim Rejections - 35 USC § 102 

1 . The following is a quotation of the appropriate paragraphs of 35 U.S.C. 102 that form the 
basis for the rejections under this section made in this Office action: 

A person shall be entitled to a patent unless - 

(a) the invention was known or used by others in this country, or patented or described in a printed publication in this 
or a foreign country, before the invention thereof by the applicant for a patent. 

2. Claims 12, 16-18, 20 and 22-24 are rejected under 35 U.S.C. 102(a) as being anticipated 
by Lin et al. (W. Lin et al., "System Design and Optimization of Optical Amplified WDM-TDM 
Hybrid Polarization-Insensitive Fiber-Optic Michelson Interferometric Sensor", Journal of 
Lightwave Technology, Vol. 18, No. 3, March 2000). 

Regarding claims 12 and 20, Lin et al. discloses in FIG. 9 a remote sensing system 
comprising an optical pulse generators for remotely generating a plurality of optical pulses, a 
splitter (1x4 DWDM DEMUX) and a sensing array for receiving the optical pulses. Lin et al. 
teaches in page 350, left col. that each sensor is associated with a PZT phase modulator which is 
modulated based on sensor information. Lin et al. teaches in FIG. 9 coupler (1x4 DWDM MUX) 
for combining the returned modulated pulses and receiver for receiving the modulated optical 
pulses. 

Regarding claims 16 and 22, Lin et al. teaches in page 358, left col., second paragraph 
that the duty cycle is 1/17 for each wavelength for 8 sensors. That is, the duty cycle is about 
1/(2N+1). For large N, this is approximately 1/2N. 

Regarding claims 17 and 23, Lin et al. teaches in page 357, right col. that the telemetry 
system is in a TDM format. 
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Regarding claims 18 and 24, Lin et al. teaches in page 357, right col. that the telemetry 
system is in a WDM-TDM format. 

Claim Rejections - 35 USC § 103 

3. The text of those sections of Title 35, U.S. Code not included in this action can be found 
in a prior Office action. 

4. Claims 1 and 5-8 are rejected under 35 U.S.C. 103(a) as being unpatentable over Lin et 
al. (W. Lin et al., "System Design and Optimization of Optical Amplified WDM-TDM Hybrid 
Polarization- Insensitive Fiber-Optic Michelson Interferometric Sensor", Journal of Lightwave 
Technology, Vol. 18, No. 3, March 2000) in view of Nelson et al. (U.S. Patent 4,628,493) and 
McArthur et al. (U.S. Patent 5,272,476). 

Regarding claim 1, Lin et al. discloses in FIG. 9 a telemetry system comprising a 
plurality of sensors arranged as a plurality of sensor arrays, a first optical splitter (1x4 DWDM 
DEMUX), a first transmitter consisting of four optical pulse generators, DWDM MUX and post 
EDFA(l) for transmitting a set of optical pulses, an optical combiner (1x4 DWDM MUX) for 
combining signals generated by the sensor arrays, and an optical receiver consisting of 1x4 
DWDM DEMUX, four OBPFs and four receivers. The difference between Lin et al. and the 
claimed inventions are (a) Lin et al. does not specify the sensors as acoustic sensors, (b) Lin et al. 
does not teaches a plurality of subsystems for generating digital values based on analog signals 
received by the sensors. However, one of the most important applications of telemetry system is 
for seismic detection. Nelson et al. teaches in col. 5, lines 42-46 that seismic signal is a type of 
acoustic signal. One of ordinary skill in the art would have been motivated to combine the 
teaching of Nelson et al. with the telemetry system of Lin et al. and use acoustic sensor so that 
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the modified system is applicable to seismic detection. Thus it would have been obvious to one 
of ordinary skill in the art at the time the invention was made to use acoustic sensors, as taught 
by Nelson et al. 5 in the telemetry system of Lin et al. so that the modified system is applicable to 
seismic detection. 

The modified telemetry system of Lin et al. and Nelson et al. still fails to teach a plurality 
of subsystems for generating digital values based on analog signals received by the sensors. 
McArthur et al. teaches in FIG. 1 a telemetry sensor subsystem. McArthur et al. teaches to 
convert analog signal into digital format for transmission because digital signal has high noise 
immunity. One of ordinary skill in the art would have been motivated to combine the teaching of 
McArthur et al. with the modified telemetry system of Lin et al. and Nelson et al. because digital 
signals have high noise immunity. Thus it would have been obvious to one of ordinary skill in 
the art at the time the invention was made to convert analog signal from the sensor into digital 
values, as taught by McArthur et al., in the modified telemetry system of Lin et al. and Nelson et 
al. because digital signals have high noise immunity. 

Regarding claim 5, Lin et al. teaches in page 358, left col., second paragraph that the duty 
cycle is 1/17 for each wavelength for 8 sensors. That is, the duty cycle is about 1/(2N+1). For 
large N, this is approximately 1/2N. 

Regarding claims 6-7, Lin et al. teaches in page 357, right col. that the telemetry system 
is in a WDM-TDM format. 

Regarding claim 8, Lin et al. teaches in page 350, left col. that each sensor is associated 
with a PZT phase modulator which is modulated based on sensor information. 
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5. Claims 2-3 are rejected under 35 U.S.C. 103(a) as being unpatentable over Lin et al., 
Nelson et al. and McArthur et al. as applied to claims 1 and 5-8 above, and further in view of 
Sonderegger et al. (U.S. Patent 5,796,504). 

Lin et al., Nelson et al. and McArthur et al. have been discussed above in regard to claims 
1 and 5-8. The difference between Lin et al., Nelson et al. and McArthur et al. and the claimed 
invention is that Lin et al., Nelson et al. and McArthur et al. do not teach to use the telemetry 
system as an underwater acoustic telemetry system for use in submersible vehicle. Sonderegger 
et al. teaches in col. 7, line 64-col. 8, line 20 to mount acoustic array to the hull of a submarine 
for underwater application. One of ordinary skill in the art would have been motivated to 
combine the teaching of Sonderegger et al. with the modified telemetry system of Lin et al., 
Nelson et al. and McArthur et al. for applying the telemetry system for submarine application 
because data, e.g., seismic information, collected in such manner is reliable and accurate. Thus it 
would have been obvious to one of ordinary skill in the art at the time the invention was made to 
mount sensors to the hull of a submarine for underwater application, as taught by Sonderegger et 
al., in the modified telemetry system of Lin et al., Nelson et al. and McArthur et al. because data, 
e.g., seismic information, collected in such manner is reliable and accurate. 

Regarding claim 3, it is obvious to put active components inside the submersible vehicle 
so that they do not need to be sealed for water and can be easily accessed for maintenance. 

6. Claim 4 is rejected under 35 U.S.C. 103(a) as being unpatentable over Lin et al., Nelson 
et al. and McArthur et al. as applied to claims 1 and 5-8 above, and further in view of Guy (U.S. 
Patent 6,690,886 Bl). 
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Lin et al., Nelson et al. and McArthur et al. have been discussed above in regard to claims 
1 and 5-8. The difference between Lin et al., Nelson et al. and McArthur et al. and the claimed 
invention is that Lin et al., Nelson et al. and McArthur et al. do not teach that the multiplexer and 
demultiplexer are passive. Guy teaches in col. 5, lines 14-24 passive multiplexer and 
demultiplexer. One of ordinary skill in the art would have been motivated to combine the 
teaching of Guy with the modified telemetry system of Lin et al., Nelson et al. and McArthur et 
al. because passive devices require no electrical and is reliable and maintenance-free. Thus it 
would have been obvious to one of ordinary skill in the art at the time the invention was made to 
use passive devices for the multiplexer and demultiplexer, as taught by Guy, in the modified 
telemetry system of Lin et al, Nelson et al. and McArthur et al. because passive devices require 
no electrical and is reliable and maintenance-free. 

7. Claim 9 is rejected under 35 U.S.C. 103(a) as being unpatentable over Lin et al, Nelson 
et al. and McArthur et al. as applied to claims 1 above, and further in view of Frigo (U.S. Patent 
5,710,648). 

Lin et al., Nelson et al. and McArthur et al. have been discussed above in regard to claims 
1 and 5-8. The difference between Lin et ah, Nelson et al. and McArthur et al. and the claimed 
invention is that Lin et al., Nelson et al. and McArthur et al. do not teach a modulator that 
modulates by passing and blocking optical signal. Frigo teaches in FIG. 5B a modulator that 
blocks or passes optical signal. One of ordinary skill in the art would have been motivated to 
combine the teaching of Frigo with the modified telemetry system of Lin et al., Nelson et al. and 
McArthur et al. because the device of Frigo is simple and cost effective. Thus it would have 
been obvious to one of ordinary skill in the art at the time the invention was made to use the 
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optical blocking device of Frigo in the modified telemetry system of Lin et al., Nelson et al. and 
Mc Arthur et al. because the device of Frigo is simple and cost effective. 
8. Claim 10-1 1 is rejected under 35 U.S.C. 103(a) as being unpatentable over Lin et al., 
Nelson et al. and McArthur et al. as applied to claims 1 and 5-8 above, and further in view of 
Green et al. (U.S. Patent 6,515,939 Bl). 

Lin et al., Nelson et al. and McArthur et al. have been discussed above in regard to claims 
1 and 5-8. The difference between Lin et al., Nelson et al. and McArthur et al. and the claimed 
invention is that Lin et al., Nelson et al. and McArthur et al. do not teach to split the individual 
wavelength channel into signals for each sensor in a sensor array. Green et al. teaches in FIG. 5 
that in a TDM arrangement, pulse stream is divided into a plurality of branches by splitter 507 
for each individual sensor and the responses from the sensors are combined by the same device, 
act as a combiner, into a single bit stream. One of ordinary skill in the art would have been 
motivated to combine the teaching of Green et al. with the modified telemetry system of Lin et 
al., Nelson et al. and McArthur et al. because the approach of Green et al. allows a single pulse 
stream to be used for many sensors via TDM technique and reduces the number of lasers. Thus 
it would have been obvious to one of ordinary skill in the art at the time the invention was made 
to use a splitter to split a wavelength pulse stream for each sensor, as taught by Green et al., in 
the modified telemetry system of Lin et al., Nelson et al. and McArthur et al. because the 
approach of Green et al. allows a single pulse stream to be used for many sensors via TDM 
technique and reduces the number of lasers. Note that the modified telemetry system of Lin et 
al, Nelson et al., McArthur et al. and Green et al. has four splitters, which also act as combiners, 
one for each wavelength channel (or 8-sensor subarray). 
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Regarding claim 10, the splitters and combiners correspond to the splitter and combiners 
507 of FIG. 5 of Green et al. 

Regarding claim 1 1, the splitters correspond to splitter 507 of FIG. 5 of Green et al. and 
the combiner corresponds to the DWDM MUX at the right-hand side of FIG. 9 of Lin et al. 

9. Claims 13 and 21 are rejected under 35 U.S.C. 103(a) as being unpatentable over Lin et 
al. (W. Lin et al., "System Design and Optimization of Optical Amplified WDM-TDM Hybrid 
Polarization-Insensitive Fiber-Optic Michelson Interferometric Sensor", Journal of Lightwave 
Technology, Vol. 18, No. 3, March 2000) in view of Nelson et al. (U.S. Patent 4,628,493). 

Lin et al. has been discussed above in regard to claims 12, 16-18, 20 and 22-24. The 
difference between Lin et al. and the claimed invention is that Lin et al. does not teach acoustic 
sensors. However, one of the most important applications of telemetry system is for seismic 
detection. Nelson et al. teaches in col. 5, lines 42-46 that seismic signal is a type of acoustic 
signal. One of ordinary skill in the art would have been motivated to combine the teaching of 
Nelson et al. with the telemetry system of Lin et al. and use acoustic sensor so that the modified 
system is applicable to seismic detection. Thus it would have been obvious to one of ordinary 
skill in the art at the time the invention was made to use acoustic sensors, as taught by Nelson et 
al., in the telemetry system of Lin et al. so that the modified system is applicable to seismic 
detection. 

10. Claim 14 is rejected under 35 U.S.C. 103(a) as being unpatentable over Lin et al. (W. Lin 
et al., "System Design and Optimization of Optical Amplified WDM-TDM Hybrid Polarization- 
Insensitive Fiber-Optic Michelson Interferometric Sensor", Journal of Lightwave Technology, 
Vol. 18, No. 3, March 2000) in view of Sonderegger et al. (U.S. Patent 5,796,504). 
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Lin et al. has been discussed above in regard to claims 12, 16-18, 20 and 22-24. The 
difference between Lin et al. and the claimed invention is that Lin et al. does not teach to use the 
telemetry system as an underwater acoustic telemetry system for use in submersible vehicle. 
Sonderegger et al. teaches in col. 7, line 64-col. 8, line 20 to mount acoustic array to the hull of a 
submarine for underwater application. One of ordinary skill in the art would have been 
motivated to combine the teaching of Sonderegger et al. with the telemetry system of Lin et al. 
for applying the telemetry system for submarine application because data, e.g., seismic 
information, collected in such manner is reliable and accurate. Thus it would have been obvious 
to one of ordinary skill in the art at the time the invention was made to mount sensors to the hull 
of a submarine for underwater application, as taught by Sonderegger et al., in the telemetry 
system of Lin et al. because data, e.g., seismic information, collected in such manner is reliable 
and accurate. 

1 1 . Claim 15 is rejected under 35 U.S.C. 103(a) as being unpatentable over Lin et al. (W. Lin 
et al., "System Design and Optimization of Optical Amplified WDM-TDM Hybrid Polarization- 
Insensitive Fiber-Optic Michelson Interferometric Sensor", Journal of Lightwave Technology, 
Vol. 18, No. 3, March 2000) in view of Guy (U.S. Patent 6,690,886 Bl). 

Lin et al. has been discussed above in regard to claims 12, 16-18, 20 and 22-24. The 
difference between Lin et al. and the claimed invention is that Lin et al. does not teach that the 
multiplexer and demultiplexer are passive. Guy teaches in col. 5, lines 14-24 passive multiplexer 
and demultiplexer. One of ordinary skill in the art would have been motivated to combine the 
teaching of Guy with the telemetry system of Lin et al. because passive devices require no 
electrical and is reliable and maintenance-free. Thus it would have been obvious to one of 
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ordinary skill in the art at the time the invention was made to use passive devices for the 
multiplexer and demultiplexer, as taught by Guy, in the telemetry system of Lin et al. because 
passive devices require no electrical and is reliable and maintenance-free. 
12. Claims 19 and 25 are rejected under 35 U.S.C. 103(a) as being unpatentable over Lin et 
al. (W. Lin et al., "System Design and Optimization of Optical Amplified WDM-TDM Hybrid 
Polarization-Insensitive Fiber-Optic Michelson Interferometric Sensor", Journal of Lightwave 
Technology, Vol. 18, No. 3, March 2000) in view of Frigo (U.S. Patent 5,710,648). 

Lin et al. has been discussed above in regard to claims 12, 16-18, 20 and 22-24. The 
difference between Lin et al. and the claimed invention is that Lin et al. does not teach to 
modulate received optical pulses by passing and block optical pulses. Frigo teaches in FIG. 2 
and FIG. 3 remote sensing system. Frigo further teaches in FIG. 5B an optical signal blocking 
device for blocking or passing an optical signal based on condition of a sensor. Frigo teaches in 
col. 7, lines 40-44 that such a system is applicable for detecting severe temperature condition 
such as a fire. One of ordinary skill in the art is motivated to combine the teaching of Frigo with 
the telemetry system of Lin et al. because for certain applications such as fire detection, a 
blocking/passing modulator is simple and provides reliable information. Thus it would have 
been obvious to one of ordinary skill in the art at the time the invention was made to use a optical 
signal blocking device, as taught by Frigo, in the telemetry system of Lin et al. because for 
certain applications such as fire detection, a blocking/passing modulator is simple and provides 
reliable information. 

Response to Arguments 



Application/Control Number: 09/847,751 



Page 1 1 



Art Unit: 2633 

13. Applicant's arguments with respect to claims 1-25 have been considered but are moot in 
view of the new ground(s) of rejection. 



Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Shi K. Li whose telephone number is 571 272-3031. The 
examiner can normally be reached on Monday-Friday (8:30 a.m. - 5:00 p.m.). 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Jason Chan can be reached on 571 272-3022. The fax phone number for the 
organization where this application or proceeding is assigned is 703-872-9306. 

Information regarding the status of an application may be obtained from the Patent 
Application Information Retrieval (PAIR) system. Status information for published applications 
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished 
applications is available through Private PAIR only. For more information about the PAIR 
system, see http://pair-direct.uspto.gov. Should you have questions on access to the Private PAIR 
system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). 

ski 

15 April 2005 



Conclusion 




Shi K. Li 
Patent Examiner 



